In previous studies, parameters derived from polarimetric target decompositions have proven as very effective features for crop classification with single/multi-temporal polarimetric synthetic aperture radar (PolSAR) data. In particular, a classical eigenvalue-eigenvector-based decomposition approach named after Cloude-Pottier decomposition (or "H/A/α") has been frequently used to construct classification approaches. A model-based decomposition approach proposed by Neumann some years ago provides two parameters with very similar physical meanings to polarimetric scattering entropy H and the alpha angle α in Cloude-Pottier decomposition. However, the main aim of the Neumann decomposition is to describe the morphological characteristics of vegetation. Therefore, it is worth investigating the performance of Neumann decomposition on crop classification, since vegetation is the principal type of targets in agricultural scenes. In this paper, a multi-temporal supervised classification method based on Neumann decomposition and Random Forest Classifier (named "ND-RF") is proposed. The three parameters from Neumann decomposition, computed along the time series of data, are used as classification features. Finally, the Random Forest Classifier is applied for supervised classification. For comparison, an analogue classification scheme is constructed by replacing the Neumann decomposition with the Cloude-Pottier decomposition, hence named CP-RF. For validation, a time series of 11 polarimetric RADARSAT-2 SAR images acquired over an agricultural site in London, Ontario, Canada in 2015 is employed. Totally, 10 multi-temporal combinations of datasets were tested by adding images one by one sequentially along the SAR observation time. The results show that the ND-RF method generally produces better classification performance than the CP-RF method, with the largest improvement of over 12% in overall accuracy. Further tests show that the two parameters similar to entropy and alpha angle produce classification results close to those of CP-RF, whereas the third parameter in the Neumann decomposition is more effective in improving the classification accuracy with respect to the Cloude-Pottier decomposition.
H means higher scattering randomness. The alpha angle α (0 ≤ α ≤ 90 • ) is an indicator of the type of scattering mechanism in the scene. Based on both two parameters, an H/α plane is proposed to represent all random scattering mechanisms and used for designing an unsupervised classification scheme [4, [34] [35] [36] . The polarimetric anisotropy A (0 ≤ A ≤ 1) measures the relative importance between the secondary scattering mechanisms. It should be noted that A becomes a very useful parameter to help to distinguish different scattering types only for medium values of H [4, 34] . In this case, the secondary scattering mechanisms play an important role in the scattering process. Consequently, the Cloude-Pottier decomposition is frequently called "H/α" or "H/A/α" decomposition in the literature. Based on the physical properties of these parameters, there are also studies which exploit the Cloude-Pottier decomposition for crop classification [17] [18] [19] [20] [21] .
Some years ago, a model-based decomposition method proposed by Neumann can produce two output parameters which have similar physical meaning to the first two parameters, H and α, produced by the Cloude-Pottier decomposition [37] [38] [39] [40] . The key contribution of the Neumann decomposition is proposing a generalized volume scattering model for describing the morphological characteristics of vegetation, which is defined by two parameters: the particle scattering anisotropy δ and the degree of orientation randomness τ. In general, the magnitude of the particle scattering anisotropy |δ| indicates the effective shape of an average particle. In addition, it could also be used to describe the type of scattering mechanism in the scene, since there exists a direct mathematic transformation relationship to the alpha angle α in Cloude-Pottier decomposition [37] [38] [39] [40] . On the other hand, the phase of the particle scattering anisotropy φ δ is more related to the orientation direction of the particles [37, 39] . The degree of orientation randomness τ (0 ≤ τ ≤ 1) is also an indicator of the degree of scattering randomness, which is related to the polarimetric scattering entropy H in Cloude-Pottier decomposition. Since the Neumann decomposition starts from the emphasis on describing vegetation scattering and has a physical meaning close to Cloude-Pottier decomposition, it is worthy of investigating the performance of Neumann decomposition on the application of crop classification, in which vegetation is the principal type of target in the scene. In addition, multi-temporal datasets are usually exploited for improving crop classification accuracies because they enable the incorporation of information about the temporal changes in the structure and dielectric features of the crops during their whole growing season [14, [16] [17] [18] 20] . Moreover, the change information of different crop types shows significant difference due to inherent differences in phenological characteristics. Therefore, multi-temporal data usually show stronger ability to discriminate different crop types than single-date data.
Based on these motivations, a multi-temporal supervised classification method based on Neumann decomposition and Random Forest Classifier (named as "ND-RF") for crop classification is proposed in this paper. In this approach, the Neumann decomposition is used for providing three polarimetric parameters (|δ|, τ, φ δ ) as classification features. The Random Forest Classifier is applied for supervised classification. For comparison, the CP-RF classification scheme is constructed by replacing the three parameters of the Neumann decomposition by the three parameters from Cloude-Pottier decomposition (H, α, A).
The structure of this paper is organized as follows. In Section 2, the descriptions of the study site and the multi-temporal RADARSAT-2 dataset are presented. Then, the details of the proposed ND-RF classification method are introduced in Section 3. The relationship between parameters from Neumann decomposition and Cloude-Pottier decomposition are also provided in this section. In Section 4, the classification performances obtained by ND-RF and CP-RF methods are analyzed. In Section 5, the classification in case of only using two parameters (τ, |δ| or H, α), with close physical meaning, as classification features is analyzed and discussed. Finally, conclusions are drawn in Section 6.
crops, few buildings and forests. The dominant crops correspond to four types: winter wheat, corn, soybean and forage, including alfalfa and grass, which totally take up over 90% of the planting area. In addition, there are few fields of tobacco and watermelon in the site. The study site is very productive for agriculture because of abundant precipitation, fertile soil and relatively mild weather. The agricultural activity in this site is generally regular year by year. In general, the seeding and harvest dates for corn and soybean are around May and October, respectively. In particular, winter wheat is seeded in October the previous year and harvested in July the following year. In addition, winter wheat usually is seeded in harvested soybean fields for crop rotation, which results in some changes for crop types of some fields after October. 
RADARSAT-2 Dataset Description
Since crop rotation introduces some changes in crop types in October, a total of 11 fine-quad wide beam mode (FQW) RADARSAT-2 Polarimetric SAR images were acquired from 12 April to 27 September in 2015 for crop classification purpose. This time interval basically covers the entire 
Since crop rotation introduces some changes in crop types in October, a total of 11 fine-quad wide beam mode (FQW) RADARSAT-2 Polarimetric SAR images were acquired from 12 April to 27 September in 2015 for crop classification purpose. This time interval basically covers the entire growing cycle of main crops in the study site. Regarding the beam mode, there are some differences among the acquired images. The details are shown in Table 1 . 
Ground-Truth Description
From April to September 2015, field surveys were carried out every month. Information including crop-type, ground photos, weather condition, soil moisture content, and crop phenological stage was recorded. In addition, two intensive landcover surveys were conducted in September. As shown in Figure 2 , in the overlapping area of all RADARSAT-2 images, the landcover types of 85 fields were identified, with 20 corn fields, 16 soybean fields, 12 forage fields, 19 winter wheat fields, 10 forest fields, 2 bare soil fields, 2 watermelon fields, 2 tobacco fields and 2 built-up fields. Training and testing samples were randomly selected without overlap (i.e., from different fields) for classification and accuracy assessment. Detailed information is shown in Table 2 . growing cycle of main crops in the study site. Regarding the beam mode, there are some differences among the acquired images. The details are shown in Table 1 . 
From April to September 2015, field surveys were carried out every month. Information including crop-type, ground photos, weather condition, soil moisture content, and crop phenological stage was recorded. In addition, two intensive landcover surveys were conducted in September. As shown in Figure 2 , in the overlapping area of all RADARSAT-2 images, the landcover types of 85 fields were identified, with 20 corn fields, 16 soybean fields, 12 forage fields, 19 winter wheat fields, 10 forest fields, 2 bare soil fields, 2 watermelon fields, 2 tobacco fields and 2 built-up fields. Training and testing samples were randomly selected without overlap (i.e., from different fields) for classification and accuracy assessment. Detailed information is shown in Table 2 . 
Methodology
The proposed Neumann decomposition based Random Forest (RF) Multi-temporal Classification Method (ND-RF) consists of data preprocessing, Neumann decomposition and RF classification. The workflow of the proposed ND-RF method is shown in Figure 3 . 
Data Preprocessing
For every RADARSAT-2 image, the pixel values for four polarization channels (HH, HV, VH and VV) were first calibrated to sigma naught. Then, a 9 × 9 boxcar filter was applied to reduce the inherent speckle noise. The corresponding polarimetric coherency matrix for every pixel of every image was then generated. A province Digital Elevation Model (PDEM) of Ontario province, Canada with a resolution of 30 m covering the study site was used for geocoding all coherency matrices in UTM geographic reference. Finally, for multi-temporal classification, the area of interest covering the field survey area was selected from the overlapping region among all RADARSAT-2 images. Subsequent decomposition processing was conducted over the area of interest to extract polarimetric features for classification.
Neumann Decomposition
In a fully polarimetric SAR system, the acquired scattering matrix in H-V polarization basis can be expressed as [4, 5] HH HV 
Data Preprocessing
Neumann Decomposition
In a fully polarimetric SAR system, the acquired scattering matrix in H-V polarization basis can be expressed as [4, 5] 
where S ij (i, j = H or V) represents the scattering coefficient from transmitting with i polarization and receiving with j polarization. After assuming the reciprocal scattering (i.e., S HV = S V H ), the corresponding Pauli-basis vector can be expressed as [4, 5] 
Then, the corresponding coherency matrix is given as [4, 5] 
Some years ago, Neumann proposed a model-based incoherent PolSAR decomposition method whose key contribution is the introduction of a generalized volume scattering model, which is defined by two parameters: the particle shape and the orientation randomness [37] [38] [39] . Similar to the basic principle of the volume scattering modelling in Freeman-Durden or Yamaguchi-based methods, the Neumann volume scattering model is based on assuming the volume as a cloud of randomly oriented particles, and the orientation angle follows a certain statistic distribution. The normalized coherency matrix for one scattering particle in the volume is defined as [37] [38] [39] 
where δ is the particle scattering anisotropy, of which the magnitude indicates the effective shape of an average particle. In general, when |δ| is close to zero, the effective shape tends toward an isotropic sphere/disk. As |δ| approaches one, the effective shape is close to a dipole (i.e., thin cylinder). The sign of real part of δ determines the tendency of the particle axis of symmetry. It tends to be horizontal for Re (δ) > 0 and vertical for Re (δ) < 0. The phase of δ, i.e., φ δ , is more related to the orientation direction of the particles. From the mathematic point of view, it can be seen that φ δ is related to the sign of real part of δ. For φ δ ∈ [0, π], the particles tends to be horizontal (Re (δ) > 0) and vertical (Re (δ) < 0) for φ δ ∈ [−π, 0]. In Freeman-Durden or Yamaguchi-based methods [23] [24] [25] [26] [27] , the scattering particle is one specific case, which assumes the scatterer is horizontal or vertical dipole, i.e., δ = ±1.
Since the tendency somehow represents the morphological structure information, obviously it depends on the vegetation type. Theoretically, Re (δ) or φ δ can be used to help distinguishing the land cover types. However, from the perspective of independence of random variables, the magnitude and phase of δ (i.e., |δ| and φ δ ) are selected as classification features in this study. Assuming the particle is rotated by an angle ψ around the radar line of sight (Los), the coherency matrix describing a cloud of volume particles can be obtained by the integration of coherence matrix of a single particle over the orientation angles.
where R 3 (ψ) is the rotation matrix and P(ψ) is the probability distribution function of orientations of the volume scatterers. Under the central limit theorem condition, Neumann suggests the orientation angle of volume scatterers follows a von Mises distribution (also known as the circular normal distribution), which can be expressed as [37] [38] [39] 
where κ represents the degree of concentration, ψ is the mean orientation angle, and I 0 (κ) denotes the modified Bessel function of order zero. For a simple geometrical interpretation, the normalized degree of orientation randomness τ is defined as [37] [38] [39] 
With the variation of τ, the volume can change from a preferred orientation direction (τ = 0) to completely random (τ = 1). Under the linear approximation for the orientation distribution, one can obtain two linear models for the coherency matrix form [33, [37] [38] [39] ]
where the sum of diagonal elements is one. From Equation (8), it can be seen that Neumann generalized volume scattering model depends on two morphological vegetation parameters: δ and τ. As it was analyzed in [37, 38] , the Neumann general vegetation model agrees with some typical models. When τ is equal to one, i.e., completely random case, it is the same as the volume scattering model in Freeman two-component decomposition. Two Yamaguchi volume scattering models are also approximately considered as two special cases of it [37, 38] . It should be noted that Neumann generalized volume scattering model could be incorporated in any PolSAR/PolInSAR model-based decomposition framework [33] . However, the Neumann decomposition is generally employed by matching completely the Neumann volume scattering model to the observed coherency matrix in order to directly invert two model parameters. In this case, the parameters from Neumann decomposition are defined as [37] [38] [39] 
Then, the particle scattering anisotropy magnitude and phase (i.e., |δ| and φ δ ), and the orientation randomness τ are adopted in this work as three polarimetric features for crop classification. In addition, in order to reduce the effects of overestimation of cross-scattering due to some uncertain reasons, such as topography slopes, it is usual to carry out the polarimetric orientation angle (POA) compensation (also called deorientation processing) proposed by Lee et al. [41] before the Neumann decomposition.
It can be proven that these parameters are related to other existing scattering models and scattering mechanism types. In [37] [38] [39] , Neumann found that two of polarimetric feature parameters derived from Neumann decomposition have close relationships with the classical and commonly used Cloude-Pottier decomposition. The basic idea of Cloude-Pottier (CP) decomposition is to express the observed coherency matrix as a sum of three independent targets according to eigenvector and eigenvalue analysis. Then, this decomposition can be described as [4, 5, 34] 
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where α i can be determined by the eigenvectors because cos(α i ) is same as the magnitude of the first component of the eigenvector u i . The polarimetric scattering entropy H indicates the scattering randomness degree. It ranges from 0 to 1, which represents from specifically identifiable scattering or deterministic scattering to complete random scattering. The value of angle α represents the scattering mechanism types in the scattering medium, which ranges from 0 (surface scattering) to 90 • (double-bounce scattering). In particular, as it reaches the medium value of 45 • , it represents dipole scattering or linearly-polarized scattering by a cloud of anisotropic particles [4, 34] . The polarimetric anisotropy A ranges from 0 to 1, which measures the relative importance between the secondary scattering mechanisms. It should be noted that A becomes a very useful parameter to help to distinguish different scattering types only for medium values of H [4, 34] . In this case, the secondary scattering mechanisms play an important role in the scattering process. Afterward, Neumann found the particle scattering anisotropy magnitude |δ| to be directly related to the α angle in CP decomposition, i.e., [37] [38] [39] [40] |δ|= tan(α)
The parameter |δ| either represents the shape of the particle, if volumetric particle scattering is assumed, or the scattering mechanism type, if a mixed scattering mechanism is assumed. In theory, the range of |δ| is assumed to be restricted within [0,1] under the Born approximation for a cloud of simple spheroidal particles. As it is an indicator for multiple scattering effects in the canopy, which are neglected by the Born approximation, the value of |δ| could be larger than 1 [39] . The general relationship between |δ| and α is shown in Table 3 . From the definition of orientation randomness τ in Neumann decomposition and polarimetric scattering entropy H in Cloude-Pottier decomposition, it is easy to understand that both parameters describe the scattering randomness in the scattering medium. Figure 4 shows the dependence of polarimetric scattering entropy H on the orientation randomness τ with different value of the particle scattering anisotropy magnitude. It can be seen that generally the values of polarimetric scattering entropy H will monotonically rise with an increase of orientation randomness τ. In particular, the values of orientation randomness become meaningless for |δ|= 0 because the effective particle shape is considered as the isotropic scatterer in that case. Moreover, as the effective particle shape varies from isotropic scatterer (|δ|= 0 ) to dipole scatterer (|δ|= 1 ), the degree of scattering randomness in the medium increases gradually. 
Random Forest Classification
Before classification, the three polarimetric features from Neumann decomposition ( | |  ,  ,   ) or Cloude-Pottier decomposition ( H ,  , A ) were computed for every image. Therefore, when all images are considered, a feature vector with 33 bands for every pixel was used for classification. Although there are many classification methods for crop classification using PolSAR data, the wellknown Random Forest (RF) Classifier was selected in this study due to its good performance and demonstrated advantages in crop-type mapping [15] [16] [17] [18] . The RF classifier is an ensemble learning classification method, which creates a set of decision trees from randomly selected subsets of input training features [42, 43] . The output class for the testing pixel is decided by aggregating the votes from individual decision trees. It generally provides high classification accuracy, even if the size of the training samples is small. For a large dataset, it also runs efficiently and produces highly accurate results. Moreover, it can additionally provide estimates of the variable importance in the classification [15] [16] [17] [18] 42, 43] . Although increasing the number of trees usually will increase the classification accuracy, it will increase the computational burden as well. Previous studies have proven that accuracy improves much slowly as the number of trees is over 50 [17, 18] . Consequently, an RF with 100 decision trees was selected in this study. From the analysis mentioned above, it is clear that the two parameters (τ, |δ|) derived from Neumann decomposition have significant correlation with the two parameters (H, α) derived from Cloude-Pottier decomposition. In addition, the third parameter (φ δ or A) in Neumann decomposition or Cloude-Pottier decomposition can also enhance the ability in distinguishing land cover types. The parameters derived from Cloude-Pottier decomposition are frequently used in land cover classification studies. In this regard, Neumann decomposition parameters should have the potential for land cover classification.
Before classification, the three polarimetric features from Neumann decomposition (|δ|, τ, φ δ ) or Cloude-Pottier decomposition (H, α, A) were computed for every image. Therefore, when all images are considered, a feature vector with 33 bands for every pixel was used for classification. Although there are many classification methods for crop classification using PolSAR data, the well-known Random Forest (RF) Classifier was selected in this study due to its good performance and demonstrated advantages in crop-type mapping [15] [16] [17] [18] . The RF classifier is an ensemble learning classification method, which creates a set of decision trees from randomly selected subsets of input training features [42, 43] . The output class for the testing pixel is decided by aggregating the votes from individual decision trees. It generally provides high classification accuracy, even if the size of the training samples is small. For a large dataset, it also runs efficiently and produces highly accurate results. Moreover, it can additionally provide estimates of the variable importance in the classification [15] [16] [17] [18] 42, 43] . Although increasing the number of trees usually will increase the classification accuracy, it will increase the computational burden as well. Previous studies have proven that accuracy improves much slowly as the number of trees is over 50 [17, 18] . Consequently, an RF with 100 decision trees was selected in this study.
Experiment Results
From the theoretical analysis in Section 3, it is clear to see that polarimetric parameters from Neumann decomposition have tight relationships in physical phenomena with the ones from the classical Cloude-Pottier decomposition. Therefore, in addition to testing the proposed ND-RF classification method, we also tested the CP-RF classification method for comparison purposes. Compared with the flowchart of the ND-RF classification method, the so-called CP-RF classification is constructed by simply replacing the Neumann decomposition with Cloude-Pottier decomposition (see Figure 3 ). In that case, H, α and A are adopted as input features. It should be noticed that the POA compensation step can be neglected in the CP-RF method because the Cloude-Pottier decomposition is roll-invariant.
In a study with multi-temporal data, the number of images for constructing the multi-temporal dataset will naturally affect the classification results. Moreover, it is worthy of studying the time-series performance while assessing the classification accuracies of different methods. For these reasons, 10 multi-temporal combinations of datasets were constructed by adding images one by one in sequence along the SAR observation time. For each multi-temporal combination, the ND-RF and CP-RF classification methods were applied, and the corresponding accuracy assessments were carried out. The corresponding classification performance of both two methods are shown as follows. Table 4 shows the overall accuracy and Kappa coefficient of the ND-RF and CP-RF classification methods for all 10 combinations of multi-temporal RADARSAT-2 images. From this table, it is clear to see that the classification accuracy of both ND-RF and CP-RF improves with the increase of the number of images. The largest improvements are found at the beginning, and then changes become gradual. The reason can be attributed to the degree of change in the crop characteristics, which is the main resource to provide extra feature difference information in the time dimension. At the beginning, the winter wheat is short and other crops are almost like bare soil. Since the feature differences in different crops are not significant, the overall classification accuracies are low. As time increases, the physical properties and morphological characteristics of all fields change gradually. As a result, the feature difference information makes effect. In the late time, the wheat has been harvested and other crops are almost achieving the final phenological stage, i.e., the physical property and morphological characteristics are almost unchanged. In this case, the classification results improve less whatever classification method is used. With regard to the comparison of classification accuracy between the ND-RF and CP-RF methods, the ND-RF method produces better classification performance than the CP-RF method for all multi-temporal combinations in our study. The largest improvement of overall accuracy is over 12% when the number of images reaches five. The smallest improvement is only 2% and corresponds to the use of the whole set of images (i.e., the last case). These results suggest that the three polarimetric parameters from Neumann decomposition are generally more appropriate to represent the differences between crops, which entails better classification accuracies.
Overall Classification Performance
For a detailed comparison, the case of best classification performance, i.e., using all 11 RADARSAT-2 images, is selected for illustration. The corresponding classification maps using ND-RF method and CP-RF method in this case are shown in Figures 5 and 6 , respectively. From both figures, one can see that the overall clustering patterns are good, the crop fields are discriminated well, and there exists some scattered errors. To quantitatively assess the classification results, the corresponding confusion matrix of ND-RF method and CP-RF method are shown in Tables 5 and 6 , respectively. It can be seen from both tables that the overall accuracy and kappa coefficient of the proposed ND-RF method are 94.12% and 0.92, which are better than the CP-RF method (91.86% and 0.89). In detail, all user's accuracies or producer's accuracies for forest and the three main economic crops (corn, soybean and wheat) are high. Every value is at least over 90%. Both two methods produce relatively low classification accuracy in forage fields. One reason is that forage type itself is complicated, since it includes alfalfa and different types of grass in the study area. The other reason is wheat growing in the early stage has similar morphological characteristics with grass. For corn, watermelon, tobacco and forest fields, the user's accuracies from the proposed ND-RF method are larger than the results from CP-RF method, while the corresponding producer's accuracies are little worse but still comparable. In contrast, the performances of the user's accuracy and producer's accuracy are opposite in wheat, soybean and building areas. For soil fields and forage fields, the user's accuracy and producer's accuracy from ND-RF method both achieve better performance than CP-RF method. In summary, the accuracy indicators of the proposed ND-RF method in most of landcover types and from an overall perspective are better than the CP-RF method.
Remote Sens. 2019, 11, x; doi: FOR PEER REVIEW www.mdpi.com/journal/remotesensing 12% when the number of images reaches five. The smallest improvement is only 2% and corresponds to the use of the whole set of images (i.e., the last case). These results suggest that the three polarimetric parameters from Neumann decomposition are generally more appropriate to represent the differences between crops, which entails better classification accuracies. For a detailed comparison, the case of best classification performance, i.e., using all 11 RADARSAT-2 images, is selected for illustration. The corresponding classification maps using ND-RF method and CP-RF method in this case are shown in Figures 5 and 6 , respectively. From both figures, one can see that the overall clustering patterns are good, the crop fields are discriminated well, and there exists some scattered errors. To quantitatively assess the classification results, the corresponding confusion matrix of ND-RF method and CP-RF method are shown in Tables 5 and 6 , respectively. It can be seen from both tables that the overall accuracy and kappa coefficient of the proposed ND-RF method are 94.12% and 0.92, which are better than the CP-RF method (91.86% and 0.89). In detail, all user's accuracies or producer's accuracies for forest and the three main economic crops (corn, soybean and wheat) are high. Every value is at least over 90%. Both two methods produce relatively low classification accuracy in forage fields. One reason is that forage type itself is complicated, since it includes alfalfa and different types of grass in the study area. The other reason is wheat growing in the early stage has similar morphological characteristics with grass. For corn, watermelon, tobacco and forest fields, the user's accuracies from the proposed ND-RF method are larger than the results from CP-RF method, while the corresponding producer's accuracies are little worse but still comparable. In contrast, the performances of the user's accuracy and producer's accuracy are opposite in wheat, soybean and building areas. For soil fields and forage fields, the user's accuracy and producer's accuracy from ND-RF method both achieve better performance than CP-RF method. In summary, the accuracy indicators of the proposed ND-RF method in most of landcover types and from an overall perspective are better than the CP-RF method. to the use of the whole set of images (i.e., the last case). These results suggest that the three polarimetric parameters from Neumann decomposition are generally more appropriate to represent the differences between crops, which entails better classification accuracies. For a detailed comparison, the case of best classification performance, i.e., using all 11 RADARSAT-2 images, is selected for illustration. The corresponding classification maps using ND-RF method and CP-RF method in this case are shown in Figures 5 and 6 , respectively. From both figures, one can see that the overall clustering patterns are good, the crop fields are discriminated well, and there exists some scattered errors. To quantitatively assess the classification results, the corresponding confusion matrix of ND-RF method and CP-RF method are shown in Tables 5 and 6 , respectively. It can be seen from both tables that the overall accuracy and kappa coefficient of the proposed ND-RF method are 94.12% and 0.92, which are better than the CP-RF method (91.86% and 0.89). In detail, all user's accuracies or producer's accuracies for forest and the three main economic crops (corn, soybean and wheat) are high. Every value is at least over 90%. Both two methods produce relatively low classification accuracy in forage fields. One reason is that forage type itself is complicated, since it includes alfalfa and different types of grass in the study area. The other reason is wheat growing in the early stage has similar morphological characteristics with grass. For corn, watermelon, tobacco and forest fields, the user's accuracies from the proposed ND-RF method are larger than the results from CP-RF method, while the corresponding producer's accuracies are little worse but still comparable. In contrast, the performances of the user's accuracy and producer's accuracy are opposite in wheat, soybean and building areas. For soil fields and forage fields, the user's accuracy and producer's accuracy from ND-RF method both achieve better performance than CP-RF method. In summary, the accuracy indicators of the proposed ND-RF method in most of landcover types and from an overall perspective are better than the CP-RF method. Table 5 . The confusion matrix for the land cover mapping obtained using ND-RF method using all 11 RADARSAT-2 images (B, built-up; C, corn; F, forest; FG, forage; S, soil; SB, soybean; T, tobacco; WM, watermelon; W, wheat). Table 6 . The confusion matrix for the land cover mapping obtained using CP-RF method using all 11 RADARSAT-2 images (B, built-up; C, corn; F, forest; FG, forage; S, soil; SB, soybean; T, tobacco; WM, watermelon; W, wheat). Figure 7 illustrate, as a function of the different combination of multi-temporal RADARSAT-2 images, the evolution of user's accuracies and producer's accuracies of both ND-RF and CP-RF classification methods for different land-cover types. It can be seen that the ND-RF method can produce better user's accuracies and producer's accuracies than the CP-RF method in most of cases. Moreover, the performance in terms of these accuracies increases sooner for ND-RF than for CP-RF when additional images are added. The reason could be attributed to the advantages of Neumann decomposition on its specific description of vegetation. To understand the effect of the time of imaging on the classification accuracy, the three main economic crops (corn, soybean and wheat) are selected for further analysis. The ground truth photos of wheat, corn and soybean covers are shown in Figures 8-10 , respectively. It should be noted that the dates of taking photos sometimes are not the exact dates of RADARSAT-2 observations, due to limitations from weather, human resources and other reasons. Since the maximum bias of date is only four days (occurred in June), it is acceptable to use these ground truth photos as the references to analyze the classification results. From these photos, it is clear that the available RADARSAT-2 images basically cover the whole phenological cycles of these three crops. In April and the beginning of May, the corn and soybean fields correspond to bare soil. The wheat fields are harvested in late July and is bare soil with residuals in August. Compared with the classification accuracies of these three crops in Figure 7 , it can be found that the classification accuracies improve gradually with the growth of crops. For three crops, the improvements are large especially in the early dates, and become smaller in the late dates. However, the inflection points of improvement curves vary in different crops. In detail, the curve of accuracies increases significantly when the number of images is 4 (June 23) for corn and soybean, and when it is 3 (May 20) for wheat. At that time, all three crops exhibit large leaves and distribute densely. Furthermore, the curves become flat when the number of images is 9 (September 13) for corn and soybean, and when it is 7 (August 10) for wheat. At that time, corn and soybean are almost matured, and wheat is just harvested. This pattern indicates the time of imaging played an essential role in the classification, and a dataset covering the whole phenological cycle can produce high accuracy. To understand the effect of the time of imaging on the classification accuracy, the three main economic crops (corn, soybean and wheat) are selected for further analysis. The ground truth photos of wheat, corn and soybean covers are shown in Figures 8-10 , respectively. It should be noted that the dates of taking photos sometimes are not the exact dates of RADARSAT-2 observations, due to limitations from weather, human resources and other reasons. Since the maximum bias of date is only four days (occurred in June), it is acceptable to use these ground truth photos as the references to analyze the classification results. From these photos, it is clear that the available RADARSAT-2 images basically cover the whole phenological cycles of these three crops. In April and the beginning of May, the corn and soybean fields correspond to bare soil. The wheat fields are harvested in late July and is bare soil with residuals in August. Compared with the classification accuracies of these three crops in Figure 7 , it can be found that the classification accuracies improve gradually with the growth of crops. For three crops, the improvements are large especially in the early dates, and become smaller in the late dates. However, the inflection points of improvement curves vary in different crops. In detail, the curve of accuracies increases significantly when the number of images is 4 (June 23) for corn and soybean, and when it is 3 (May 20) for wheat. At that time, all three crops exhibit large leaves and distribute densely. Furthermore, the curves become flat when the number of images is 9 (September 13) for corn and soybean, and when it is 7 (August 10) for wheat. At that time, corn and soybean are almost matured, and wheat is just harvested. This pattern indicates the time of imaging played an essential role in the classification, and a dataset covering the whole phenological cycle can produce high accuracy. 
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Discussion
Classification Performance with Only the Two Related Pairs of Decomposition Parameters
From the results in Section 4, it is clear that the ND-RF method produces better classification performance than the CP-RF method. The theoretical analysis in Section 3 shows that only two decomposition parameters (τ, |δ|) from Neumann decomposition are directly related to the two parameters (H, α) from Cloude-Pottier decomposition. For the respective third parameters, there is no direct relationship between φ δ and A. Therefore, it is interesting to further check the classification performance in case only the two related pairs of decomposition parameters were used as classification features. For this purpose, the two classification methods are modified here by using two decomposition parameters instead of three decomposition parameters. The corresponding methods are named after "ND2-RF" method (τ, |δ|) and "CP2-RF" method (H, α).
As shown in Table 7 , the classification accuracy of ND2-RF and CP2-RF also improves with the increase of the number of images and the improvements are larger at the beginning than at the end, as it happened with ND-RF and CP-RF. However, the improvement provided by ND2-RF method over CP2-RF is very small, with the maximum case around 3%. Compared with previous classification results using all three decomposition parameters in Table 4 , the classification accuracies after using the third parameter significantly increase for Neumann decomposition. However, in case of using Cloude-Pottier decomposition, the classification accuracies after adding the third parameter (A) show very similar performance, and even a little worse in some multi-temporal combinations. Therefore, τ and |δ| from Neumann decomposition provide a classification performance very close to H and α from Cloude-Pottier decomposition, which is consistent with the theoretical analysis of their physical meanings. The third parameter φ δ in Neumann decomposition makes a clear impact in improving crop classification performance. 
Sensitivity of Training and Testing Samples on Overall Classification Performance
It is well-known that the classification performance is affected by the training and testing samples, including their distribution and numbers. To investigate the sensitivity to training and testing samples on the overall classification performance of ND-RF and CP-RF methods, the classification tests with different combinations of multi-temporal RADARSAT-2 images were carried out again by exchanging the training samples and the testing samples in Table 2 . In this case, the fields and pixels for training are mostly larger than those for testing. The overall accuracy and Kappa coefficient of ND-RF and CP-RF classification methods are shown in Table 8 . As in the previous tests, the classification accuracies of ND-RF and CP-RF also improve with the increase in the number of images and the improvements are larger at the beginning than at the end. The values of classification accuracies of ND-RF and CP-RF are slightly lower than the previous results in Table 4 , which proves that both classification methods are sensitive to training and testing samples. However, the ND-RF method still produces better classification performance than the CP-RF method for all multi-temporal combinations in the new random scenario. It somehow reflects the robustness of the advantage of the ND-RF method over the CP-RF method for crop classification. 
Conclusions
The Neumann decomposition is aimed at describing vegetation scattering, and two of its output parameters have physical meanings close to Cloude-Pottier decomposition outputs. To investigate the performance of Neumann decomposition on crop classification, a multi-temporal supervised classification method based on Neumann decomposition and Random Forest Classifier (named as "ND-RF") is proposed in this paper. For comparison with Cloude-Pottier decomposition, the CP-RF classification scheme is constructed by replacing the Neumann decomposition with Cloud-Pottier decomposition in ND-RF method. For experiment validation, 10 multi-temporal combinations of images from a total of 11 RADARSAT-2 images acquired over a cropland site in London, Canada in 2015 were tested by adding images one by one sequentially along the SAR observation time. As expected, the results show that the classification accuracy of ND-RF and CP-RF improve with the increase of the number of images. The largest improvements are found at the beginning, and then the changes become gradual. The ND-RF method produces better classification performance than the CP-RF method. Additional tests indicate that two parameters τ and |δ| from Neumann decomposition show very close classification performance to H and α from Cloude-Pottier decomposition, which validates the theoretical analysis about their similar physical meaning. However, the third parameter φ δ in Neumann decomposition is more effective to improve the classification accuracies than the third parameter A in Cloude-Pottier decomposition. It somehow illustrates the potential advantages of Neumann decomposition on representing vegetation targets.
